
 
 

 
TO:  

  

 Distributors  
 
Sub: New Product Circular - Pulsar 200NS 
 
Sirs: 
 

We are pleased to introduce the next generation “Pulsar 200 NS”.  We enclose herewith information of this new bike, 
which gives you insight on product features, maintenance details etc.  

 
Product related information    

    
 

1. Salient Features   Annex – 1 

    
 

2. Technical Specifications   Annex – 2 

    
 

3. Frequently Asked Questions   Annex – 3 

    
 

4. Pre-Delivery Inspection Checklist (PDI)  Annex – 4 
 

Maintenance related information    
 

   
 

5. Periodic Maintenance Chart  Annex – 5 

    
 

6. Key Maintenance Skill tips   Annex – 6 

    
 

7. Special Tools Usage  Annex – 7 

    
 

8. Battery Charging & Testing Equipment  Annex – 8 

     
Please go through the above information. Request you to share this with your staff. 
 

Thanking You, 

Yours faithfully, 

For BAJAJ AUTO LIMITED 

 
 

 
Shrikant S. Bhat 
Senior Manager– Product Support 
(International Business) 
 
 
 
 
 
 

New Product Bulletin 
 

Product Category Motorcycle 
  

 

CC Group 200 to 249 cc 
  

Bulletin No. NP: 24 
  

Date 08/11/2012 
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SSaalliieenntt  FFeeaattuurreess 

ПРОИЗВОДИТЕЛЬНОСТЬ

 	 	 	 	
	 	 	 	

		 	

	
	 	

	 	

 	 	 	 	 	 	

	 	 	
	 	

 	 	 	 	 	 	

 	
	

 	 	 	
	 	 	 	 	

	 	 	 	
	 	

		 	 	 	
	 	 	

	 	 	
	 	 	 	 	

	 	 	
	 	 	

•	 Крутящий	 момент	 двигателя:	
18,3	Нм	при	8000	Об	/	мин.

	 	 	 	
	 	 	

	 	 	 	
	 	 	

	 	 	 	
	 	 	

	 	 	 	

	 	 	 	
	 	 	

	 	 	 	 	

•	 4-х	клапанный	двигатель	с	
жидкостным	охлаждением,	3	свечи	
зажигания,	 23.5	л.с.	при	9500	об/мин

	
	 	 	 	

	 	

	 	 	
	 	 	

	

	 	 	
	 	

	

	 	 	
	

	 	 	
	 	

	 	

  	 	 	 	 	
	 	 	 	 	 		 	 	 	 		 	 	 	 	

	 	 	
	

	 	 	
		

	 	 	
	

	 	 	
	

	 	 	•	 Система	 зажигания	 с	 постоянным	
током.

	 	
	 	

	

	 	 	 	 	
	 	

	Высокая	мощность,	плавный	набор	
	Максимальное	использование	
	крутящего	момента	двигателя	
	Хорошая	 управляемость	 без	
	частого	переключения	передач.	
Согласованные	характеристики	
производительности:	мощность,	набор	
и	экономисчноть

	 	

	

	 	 	
	 	

    

	 	 	 	
	 	

    

	 	 	 	
	 	

        

	 	 	 	
	 	
   	 	 		 	 	

	 	 	 	
	 	
	•	Поршень	 с	антифрикционным	

покрытием	Molykote®

Хорошее	охлаждение	головки	
поршня,	уменьшенное	трение	поршня

	 	 		 	 	 	
	 Улучшенный	ресурс	деталей	двигателя

•	Сверхмощная	коробка	передач. Подходит	для	высокоскоростной	езды.

	
	

	
	

	 	
	 	 	 	 	

	 	 	

	
	 	 	 	 	

	 	 	

	 	
	 	

	
	 	

	 		

	
	 	 	

Абсолютное	наслаждение	
от	 езды	за	счет	-	быстрой	
реакции	на	отклик	ручки	
газа	
Высокая	мощность	при	
любых	условиях	нагрузки,	
хороший	крутящий	
момент	при	низких	
оборотах,	экономичноть	
Плавное	переключение	
передач

Автоматические	изменения		
в	картах	зажигания	для	
большей	производительности	
двигателя

ВыгодыОсобенности Преимущества

•	 Цифровой	DC	CDI	с	управлением	
TPS.

•	 Блок	 цилиндра	 с	 охлаждающей	
жидкостью,	канал	циркуляции.

	 	 	 	
	

	 	 	 	
	

•	Масляный	 впрыск	 в	
циркуляцией	смазки	в	двигателе.



 
 
 
 

Attribute     

 

 
  

 

   
 

   
 

  
 

    
 

 
 

 
 

 
 

 
   

  

 
  

 
 

  
  

 
 

  

 
  

 

 

  
   

 

 
 

  

  

• Wolf eyed head lamp. 

     
 

 

   

 

 
 

 

 

 
 

 
  

 

  
 

 
 

 
 

 
  

 

 
 

 
 

  
 

   
 

 
 

 

  
 

 
   

 
 
 

 
  

 
 
 

Ключевые	особенности Преимущества Выгоды

Безопастность
	 	

	 	 	 	
•	Лепестковый	дисковый	
тормоз	на	переднем	и	
заднем	колесах.

•	Бескамерные	шины.

•	Высокопрочная	прочная	
периметральная	рама.	

•	Мощные	фары	с	подачей	
постоянного	тока

•	Более	широкие	шины	и	
длинная	колесная	база

•	Уверенность	в	тормозах.

	 	 	
	 	 	

	 	

•	Плавная	езда,	медленная	
потеря	давления	в	случае	
проколов.	Лучший	контроль

•	Хорошая	жесткость	и	
стабильность

•	Постоянный	яркий		свет,	
даже	при	низких	
скоростях	движения	и	в	
режиме	холостого	хода.
•	Хорошее	показатели	
скоростного	режима	и	
устойчивости

•	Безопасность	на	
дороге	при	
высокоскоростном	
движении.	

•	Яркое	освещение	
все	время.	

•	Высокая	устойчивость	
и	сцепление	с	дорогой.	

Стиль
	 	

	 	

	 	 			

	 	•	Широкая	передняя

•	Клипоны

•	Сальниковая	открытая	цепь

•	Яркие	трендовые	цвета

•	Глушитель,	размещенный	
в	центре	под	мотоциклом	

	 	
	 	 	

	 	 	 	

•	Прозрачные	поворотники

	 	 	•	Стильные	раздельные	
сиденья

•	Two	piece	grab	rail

	 	
	

	 	
	 	

	

	 	
	 	

	 	
	 	

	

	 	
	

	
	 	

	 	

•	Агресивный	дизайн

	 	
	 	
	

	 	
	

	 	
	

	 	
	
	 	

	
	

	
	

	 	 	
	 	

•	Стиль,	который	
позволяет	вам	
самовыразится	и	быть	
на	высоком	уровне.

•	Стиль,	который	
создан	легендарным	
Эдгаром	Генрихом,	
проектировавшим	
самые	
востребованные	
мотоциклы	BMW	R	
1100	RS,	RT	K1200R	а	
также	R	1150GS	и	
R1200G

	

	
	 	

	

	

	
	 	

	

•	Смелая	
самоутвердительная	
позиция,	спортнивный	
вид ,	агресивный	и	
однозначно	дерзкий.

Комфорт
	 	 	 	
	 	

	 	

•	Широкий	диаметр	37мм.	
передней	вилки	с	
антифрикционной	втулкой
	 	

	
	 	

	
	 	

	
	 	

	

	 	 	
	 	

	 	

	 	
	

	 	 	
	

	 	

	 	 	
	

	 	

•	Маятниковая	подвеска	с	
игольчатыми	подшипниками	
на	оси	вращения.

	 	 	 	

	 	 	 	 	
	 	 	 	

	 	 	 	
	
	 	 		 	 	

•	Клипоны

	 	 	
	 	

	

•	Высокая	жесткость	для	
хороших	динамических	
характеристик.

	 	
	 	

	

	 	
	

	 	 	
	

•	Моноподвеска	с	
амортизатором	Nitrox

	 	 	 	
	 	 	

	 	 	 	

•	Отличная	амотризация	
при	высокоскоростной	
езде.

	•	Низкое	трение

•	Передние	и	задние	
широкие	шины
•	Новые	легкосплавные	диски

	 	
	 		 	
	

	 	
	

	
	

•	Спортивный	внешний	
вид ,	компенсация	
вибраций	и	
амортизация	ударов.

	

	 	 	
	 	

	
	

	 	 	
	

	 	
	 	

	 	
	 	

	 	
	 	

	 	
	 	

•	Комфортная	езда	
даже	на	пересеченной	
местности	
•	Комфортная	езда,	
как	будто	подложена	
подушка	на	сидение	
на	любых	местностях.

	 	 		 	 	

•	Отличная	
управляемость
•	Отлично	держит	
дорогу

	 	

•	Езда	без	вибраций

•	Брутальний	стиль



 
 

 
 

 
 
 

      

   

   

       
   

 
   

  

   
  

 

 
  

 
   

• Trip meter to record two trips.  

    
   

 

 
  

 

 
 

  

 
     

 

  

 
 

  
 

       

       

  

 
Carburetor details 

 Item   Specification   Photographs   
 Make   UCAL   

  
 

 Type       
 Idling Speed   1350~1450RPM  
 Main Jet   107.5  
 Jet Needle Mark   U-4E0K1  
 Needle Jet Marking   0-2M(971)  
 Pilot Jet   12.5  
 Throttle Valve Mark   125  
 Choke   Manual, Push Pull Choke  

 

Удобство

Ключевые	особенности Преимущества Выгоды

•	LCD	панель	приборов

	 	

•	Индикатор	перегрева

•	Индикатор	низкого	давления	масла

•	Цифровой	спидометр

•	Индикатор	резерва	топлива	LED.
	

	 	

	 	 	 	

•	Цифровой	указатель	уровня	
топлива	
		 	 	

•	Тахометр	для	контроля	скорости	
вращения	мотора

•	 Индикатор	 превышения	
скорости

•	Индикатор	прохождения	ТО

	

	 	 	
	

	 	

	 	 	 	 	

	 	

	 	
	 	 	

	 	
	

•	Необслуживаемая	
герметичная	батарея
	

	 	 	 	
•	Высоковыносливая	
	сальниковая	цепь	типа	‘O’	ring

	 	 	 	
•	Индикатор	разряженного	
аккумулятора

	 	
	 	

	 	 	
	

	 	 	
	

	

	 	 	
	 	

•	Удобная	и	легкая	читемость		
•	Раннее	предупреждение	для	
предотвращения	полого	
разряда	батареи

•	Ранее	предупреждение	для	
предотвращения	нанесения	
вреда	двигателю
•	Легко	читается	с	первого	взгляда
•	Удобство	для	путешествий

•	Напоминание	о	дозаправке

	 	 	
	 	

	 	
		 	 	

•	Предупреждает	райдера	о	
превышении	скорости
•	Для	контроля	оборотов	
двигателя	 и	оптимальный	
режима	езды.
	 	 	 	

	
	 	

	 	
	 	 	

	 	 	 	

•	Часы
•	Контроллер	включения	
головного	света

	
	 	

	
	 	 	

	 	 	

	 	
	 	 	

	 	 	

	
	 	 	

	
•	Напонимание	о	прохождении	ТО
•	Удобство
•	Интелектуальная	система	
сохранения	аккумулятора,	
включение	света	при	заведенном	
двигателе
•	Нет	необходимости	доливать	
электолит
	 •	Высокая	производительность	
при	хорошем	сроке	службы

•	Безпроблемная	и	легкая	
эксплоатация.		Наслаждаешься	
мотоциклом	без	каких-либо	
проблем	с	вождением	/	
эксплуатацией	/	
обслуживанием	мотоцикла	

	 	 	 	UCD33	cо	всеми	функциями	TPS
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ENGINE & TRANSMISSION CONTROLS 
Type  : 4 stroke engine, coolant-cooled Gears  : Left foot operated, Step shift 
No. of Cylinders : One Brakes : Front-Lever operated, Right Hand 
Bore : 72.0 mm  : Rear-Pedal operated, Right Foot 
Stroke : 49.0 mm Clutch  Lever Operated, Left Handed 

Displacement : 199.5 cc ELECTRICALS 
Idling Speed : 1350 ~ 1450 RPM System  : Full DC, DC ignition 
Max Net Power : 23.5 PS at 9500 RPM Battery : 12V 8AH, VRLA 
Max Net torque : 18.3 Nm at 8000 RPM Head lamp : H4, 55/60W 
Ignition System : DC Tail / Stop lamp : LED type,  
Carburettor : UCD33, UCAL make with Push pull 

type choke 
Side Indicator Lamp : 10W, Amber bulb 

Spark Plug : 3 nos. Speedometer Lamp : Amber color, LED type 
Spark Plug Gap  : 0.7 ~ 0.8 mm Neutral Indicator : Green LED 
Engine Lubrication : Pressurized oil supply  Turn Signal 

Indicator 
: Green LED 

Engine Cooling : Liquid cooling with Radiator & fan  Hi-Beam Indicator : Blue LED 
Transmission : 6 speed constant mesh Speedo console : LED 

Gear shifting 
pattern 

: 1 Down 5 Up Horn  : Type2A, Dia. 70 

CHASSIS & BODY DIMENSIONS 

Frame Type  : Perimeter Frame Length   : 2017 mm 
Suspension  : Front-Telescopic Front Fork with          Width   :  804 mm 
              Antifriction Bush dia. 37 mm Height  : 1195 mm 
   Rear-Trailing Arm with Gas filled  Wheel base   : 1363 mm 
             Mono Shock Absorber Saddle height   :  807 mm 
Brakes  : Front-Hydraulic Disc type. Turning Circle 

Radius    

: 2500 mm 

   Rear-Hydraulic Disc type. Ground clearance  :  167 mm 

Brake Size  : Front-Disc dia. 280 mm. WEIGHTS 
   Rear- Disc dia. 230 mm.  Vehicle Kerb 

weight  
: 145 Kg 

Tyre Pressure  : Front-1.75 kgf/cm2 (25 PSI) Gross vehicle 
weight 

: 275 Kg 

   Rear (Solo)- 2.00 kgf/cm2(28 PSI) PERFORMANCE 

  : Rear (with Pillion)- 2.25 kgf/cm2 
(32PSI) 

 Maximum speed  : 136 Km / Hr 

Rims  : Front-2.5 x 17, 10 Spoke Alloy 
Wheel. NOTES 

 : Rear-3.5 x 17, 10 Spoke Alloy Wheel. 
• Values given above are nominal & for guidance only,  
   15% variation is allowed to cater for production &       
    measurement. 
• All dimensions are under un-laden conditions. 
• Definitions of terminologies wherever applicable are    
   as per relevant IS/ISO standards. 
• Specifications are subject to change without notice. 

Fuel Tank Capacity : 12 Liters 
Usable Reserve  : 2.4 Liters 
Unusable Res. : 0.2 Liter 

CONTROLS 
Steering  : Handle Bar 
Accelerator  : Twist Grip type on RH Side of Handle 

Bar 

 
 
 
 

TTeecchhnniiccaall  SSppeecciiffiiccaattiioonnss 
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± What are key features of P 200NS? 
 
�         

     
   

   
  
  
     
   

•  Centrally located underbelly silencer  
  

•  Stylish split seat 
•  Two piece grab rail. 
•  Wolf eyed head lamp 
•  Clip on split type handle bar 
•  ‘O’ ring drive chain 
•  New refreshing colors 
•  New look alloy wheels 
•  Large 37 dia front fork with antifriction bush 
•  Mono suspension with nitrox at rear 
•  Swing arm with needle bearings at pivot 
•  Wide tyres at front & rear 
•  LCD speedo console with icons, trip meter, Bajaj logo & real time clock. 
•  Maintenance free, sealed battery 
•  Intelligent battery save function while switching ON head lamp 
•  Disc brake at front & rear wheel 
•  Tubeless tyres 
•  High strength and rigid Perimeter frame  
•   New design drive chain adjusters. 

 
    

 
�   
 
± What is triple spark? What are the benefits of triple spark? 
 
�    
         

      
  

 
    

 
� In liquid cooled engine coolant is used as a heat conductor instead of air 

 Benefits: 
• Noise level of water cooled engine is less due to insulating properties of water jacket. 
• Engine operating temperature is regulated. 
• Vehicle runs smoothly in both hot & cold weather conditions. 
• No power loss due to liquid cooling system, coupled with radiator and fan . 

 
 

Frequently Asked Questions 

Новый	Pulsar	200	NS	обладает	первой	в	мире	трехсвечевой	одноцилиндровой	технологией,	управляемой	

усовершенствованным	 «электронным	 блоком	 управления»	 для	 абсолютно	 непревзойденной	

производительности.	Кроме	того,	у	мотоцикла	есть	следующие	захватывающие	возможности:

•	 Двигатель	с	жидкостным	охлаждением
•	 6-ступенчатая	коробка	передач
•	 4-клапанный	двигатель
	 	 	 	 		 	 	 	 	 	 		 	 	 	 	 	 	 	 	 		 	 	 	 	 	 	 	 			 	 	 	 	 	 	 	 	 			 	 	 	 	 	 	 	 	 	•	 Блок	цилиндра	с	охлаждающей	жидкостью,	пооршень	с	антифрикционным	покрытием	Molykote®
•	 Масляный	 впрыск	 в	 циркуляцией	смазки	в	двигателе

•	 Зажигание	и	освещение	с	системой	подачи	постоянного	тока	DC

! 	Что	означает	NS	в	названии	байка?

NS	означает	как	Naked	Sports	стиль.

Pulsar	200	NS	имеет	3	свечи	зажигания	-	LHS,	RHS	и	Central.
	 	 	 	 	 	 	 	 	 	 	 	

	 	 	

	 	 	 	 	 	 	 	 	 	 	 	 	 	 	 	 	 	 	
	 	 	 	

	 	 	 	 	 	 	 	 	 	 	 	
	 	 	 	

	 	 	 	 	 	 	 	 	 	 	 	
	 	 	 	

	 	 	 	 	 	 	 	 	 	 	 	 	 	
	 	 	 	 	

	 Центральная	 свеча	 вступает	 в	 действие	 первой,	 после	 чего	 правая	 и	 леваая	 свечки	 одновременно.	
	 Процесс	контролируется	электронным	блоком	управления	
	 Эти	3	 свечи	 зажигания	полностью	 сжигают	 топливную	 смесь	и	 вырабатывают	23,5	 л.с.	мощности	
при	9500	оборотах	в	минуту	

! What	is	liquid	cooled	engine	&	what	are	its	benefits?



 
 
 
 
± What are differences between old Pulsar 200 & New Pulsar 200 NS? 

 
� Difference between old Pulsar 200 & new Pulsar 200 NS are as follows:  

 

Specifications Earlier Pulsar 200 Latest Pulsar 200NS 

CC 198.8 199.5 
HP 18 PS  23.5 PS  
Torque 17.17 Nm  18.3 Nm  
Silencer Regular Under belly type 
Cylinder Head 2 Valve 4 Valve 
Cylinder Block Regular With coolant circulation passage 
Cooling Oil cooled Liquid cooled 
Frame Double cradle Perimeter 

Tyres 
Front – 90 x 90, 17 49 P 
Rear – 120 x 80, 17 61 P 

Front – 100/80 - 17, 52 P, Tubeless 
Rear – 130/70 - 17, 61 P, Tubeless 

Wheel Base 1350 1363 

RSA Nitrox- Twin Nitrox-Mono 
Gear Box 5 Speed 6 Speed 
Max Speed 130 Km / Hr 136 Km / Hr 
Battery 9 Ah, low maintenance 12V 8AH, VRLA Maintenance free 

Braking 
Front – Disc 
Rear – Drum 

Front – Disc 
Rear – Disc 

Electrical System AC – DC DC 

Digital Speedometer No provision of real time clock Provision of real time clock 
 

± What is a 4-valve engine and what are the benefits? 
 

� This engine has 2 Intake & 2 Exhaust valves compared to 1 Intake & 1 Exhaust valve of a 2 valve engine. 
These valves are smaller & lighter in weight compared to that of a 2 valve engine. 4 valves are introduced to 
improve breathing i.e. Intake & Exhaust process of engine. Flow area of Intake & Exhaust port / passages leading 
to valves is increased. This facilitates induction of more quantity of charge (air-fuel mixture) & also quicker 
evacuation of all burnt gases from the combustion chamber 

 

Benefits: 
    
    
     
   

 
± What is VRLA Battery? 

 
�   This is a totally sealed battery 
        VRLA stands for Valve Regulated Lead Acid battery. 

Battery features: 
•  Top-up not required 
•  Low self discharge 
•  Totally maintenance free. 
•  No possibility of spillage of electrolyte. 
•  Enhanced safety 
•  Compact design & High efficiency. 

 
± Can I use regular 9Ah battery in place of VRLA battery? 
 
�    NO, you can’t use regular battery in this vehicle. The VRLA battery is mounted at an angle. The regular battery 

has to be placed on horizontal surface. If it is mounted on inclined surface, the battery acid may fall on vehicle 
parts & damage them. 

 Hence, under no circumstances should regular battery be used in place of VRLA battery. 
 

	 	 	 	 	 	 	 	•	Повышенная	мощность	двигателя,	отклик	ручки	газа	,	подрыв	на	любых	оборотах	двигателя.
•	Обеспечивает	более	быстрое,	качественное	и	эффективное	сжигание	топливной	смеси.

•	Меньше	потерь	при	выпуске.
 	 	 	 	• Оптимальный	КПД	и	улучшенный	процесс	впуска/выпуска.



 
 
 
 
± What is the benefit of a 6 speed gear box? 

  
� •  Ratios are closely spaced to help engine maintain optimum rpm. 

           •  These close ratios help in sport riding. 
           

± What are icons in speedometer display? 
 

� There are 4 icons which are displayed at RHS of Digital speedometer 
1.  Service Reminder (      ) – ‘Wrench’ symbol glows when ODO meter reading reaches pre-set Kms. for service.  

This Icon will flash at - 
1st: 450 km.   2nd: 4950 km.  3rd: 9950km.  4th: 14950 km. 
and subsequently at each 5000 kms. Icon will continue to glow till it is reset. This icon is to be reset after 
each service is carried out. 

 
2. Low oil pressure Indicator (            ) – It blinks when engine oil pressure is low. 
 
3. Coolant Temperature Indicator (        ) – It blinks when engine coolant temperature is more than 115°C. 
 
4. Low Battery Indicator (               ) – It indicates low battery voltage and need for charging. 

 
± What are other functions of speedometer? 

 

� Apart from above icons digital speedometer has following features: 

      

 
 

1. Fuel Level Indicator: Fuel level indicator shows available fuel in tank.  
2. Tachometer Dial: It shows engine RPM. 
3. Turn Signal Indicator (LH & RH): Ignition switch is ‘ON’ & kill switch is ‘ON’ & when Turn signal switch is 
 turned to Left or Right, Turn pilot indicator - LH or RH will flash & turn pilot indicator will glow in 
 speedometer console. 
4. Neutral Indicator: When the transmission is in Neutral, Ignition switch is ‘ON’ & kill switch is ‘ON’ then, 
  Neutral indicator will glow. 
5. Hi Beam Indicator: When Headlight is ‘ON’ & Hi beam is selected with engine running, Hi beam indicator 
 will glow. 
6. Side Stand Indicator: Ignition switch is ‘ON’ & kill switch is ‘ON’ & when vehicle is parked on side stand 
 then side stand indicator will glow. 
7.  Bajaj Logo: Bajaj logo flying ‘B’ continuously glows when Ignition switch & kill switch is ‘ON’ 
8. Mode Button: Mode button is used for changing the mode while selecting & setting Trip1, Trip2, ODO, 
 Clock & Service reminder. 
9.  Set Button: Set button is used for setting Clock & Service reminder 
10.  Reserve / Engine Rev Indicator: It glows continuously when petrol level in tank reaches reserve level.  
 It also blinks when engine RPM cross 10000 RPM.  
11.  Speedometer: Vehicle speed will be displayed in digital form in Km / Hr. 
12.  Odometer: The Odometer shows the total distance that the vehicle has covered. Odometer can’t be reset 
 to ‘Zero’. 
13.  Digital Clock: It indicates time in HR: MM 
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± How to set clock in speedometer? 
 
� •  Digital clock indicates time in HR : MM (AM / PM) 

       • Initially colon (:)   will be blinking  
       •  Clock setting is possible in TRIP 1 mode only. 
 

1 Press mode push button for less than 2 sec. TRIP1 Mode selected 

2 
Press mode & set push button together for 
more than 2 sec. 

Colon (:) stops blinking. Digits starts blinking 

3 Press mode button for less than 1 sec. Hour digits will increases by one. 

4 Press set button for less than 1 sec. 
Minutes digits will increases. If mode/set button is 
pressed continuously then digits will stop blinking. 

5 
Press mode & set button together for more 
than 2 sec. 

Set value will be saved & exit clock setting mode  
Digits stop blinking  & colon (:) start blinking 

6 
Clock set mode is selected & no editing is 
carried out for more than 5 sec. 

Auto exit without saving set value. 
If engine/vehicle rpm is given then system will exit 
from clock set mode without saving set value. 

 
± How to reset Service Reminder icon? 

 

� ‘Wrench’ symbol glows when ODO meter reading reached to set Kms. 
 

1 
Press mode push button for less than 
2 sec. & select Trip 2 . 

Trip 2 Mode selected 

2 
Press mode button for more than 5 
sec. continuously. 

Service reminder icon will be reset. 
 

Note: Engine & motorcycle speed should be zero. 
 

± How to reset Trip meter? 
 

�  Mode push button is provided for selecting & resetting ‘ODO/TRIP1/TRIP2’. 
  LHS part of speedo console. 

 

1 
Press mode push button for less than 
2 sec. 

Mode changes from ‘ODO/TRIP1/TRIP2’ 

2 
Press mode push button for more 
than 5 sec. 

Selected mode ‘TRIP1/TRIP2’ will reset.  
Other TRIP mode will continue to be updated. 

 
± How to refill coolant & how much quantity? 

 
� Coolant specifications: 

•  Antifreeze ready to use (Recommended brand- Motul: Moto cool expert, Castrol –Radicool) Where ready to 
 use coolant is not available, pure coolant and distilled water in a 1:1 proportion is to be mixed and used. 
• Total coolant quantity 1000 ml (750 – 780 ml in radiator & 220 – 230 ml expansion tank) 
• Coolant required for refilling 1000 ml. 
Draining the coolant: 

While Engine is running, the coolant gets very hot & is under pressure. Do not remove the radiator cap, 
radiator hoses or other cooling system components when the engine is hot. Allow the engine and cooling 
system to cool down. 

• Mount the vehicle on center stand. 
•  Place a suitable container under the engine. 
• Remove coolant drain bolt. 
•  Take off the radiator cap. 
•  Completely drain the coolant by tilting vehicle to right side. 
•  Mount screw with a new seal ring and tighten it. 

 
 



 
 
 
 

Re - Filling the coolant: 
•  Remove radiator cap. 
•  Remove bleeder screw. 
•  Pour in coolant until it emerges without bubbles at the vent hole, and then mount and tighten the bleeder 
 screw immediately.  
•  Fill the radiator completely with coolant. Mount the radiator cap. 
•  Rest the vehicle on the center stand. 
•  When the engine is cool, check the coolant level in the radiator and, if necessary, add coolant. 
•  Remove the compensating tank cap and add coolant until the level is between MIN and MAX mark. 
•  Mount the cap of the compensating tank. 

 
± What is a perimeter frame? How is this frame different and better from other Pulsar frames? 

 
� The Pulsar 200 NS chassis comprises a pressed steel perimeter frame and a Rectangular tube section swing arm 
 which delivers high lateral stiffness. This delivers outstanding high speed handling and cornering stability. 

 
± What are advantages of Mono Suspension? 
 
� •  Whenever you encounter a bump in a M/C with twin suspension, both the shock absorbers compress, but 

there is never a situation when both of them compress for the equal length. This leads to inferior dynamics 
when it comes to cornering stability.  But with a single shock absorber, this problem is solved. 

 •  They are also easier to adjust, since there’s only one shock to adjust. 
        •  Nitrox gas filled mono suspension adds to the comfort of rider. 

 
± What is the significance of a petal disc? 

 
� Shape of the disc is like a petal. It adds to the aesthetics of the vehicle. 

 
± What are the benefits of an underbelly muffler? Why has the muffler been positioned there? 
 
�   

       
      

    
 

± What is the advantage of Disc brake on both front and rear? 
 
� Advantage of disc brakes on both front as well as rear wheels, is improved braking efficiency. Heat dissipation of 

a disc brakes is much better than a drum brake. On motorcycles, a majority of the braking is done by the front. 
But to further help braking efficiency on sports motorcycles, a rear disc is normally used. A disc brake at the 
rear, helps in minimizing unsprung mass and helps the rider to brake with very less effort and good control, 
whenever required.  

 
 
 

 
 
 
 
 
 
 
 
 
 
 
 

Вес	 обычного	 глушителя	 составляет	 около	 7	 кг	 и	 благодаря	 боковому	 креплению	 центр	 тяжести	
мотоцикла	смещается	в	правую	сторону,	что	влияет	на	управляемость	мотоциклом.	Глушитель	на	NS200	
весит	 4.2	 кг	 и	 находится	 в	 центре,	 следовательно,	 центр	 тяжести	мотоцикла	 оптимально	расположен	и	
распределен.	Непревзойденная	управляемость	и	устойчивость	мотоцикла.









Bajaj Ukraine 

   я  я

1.

2.

3.

4.

5.

6.

7.

8.

10.

9.

11.

12.

13.

14.

 я

я
.

     / CO%
З       

   
(  Motul 20w50.)*

З я

я

 .     **

я   

 , .   . **

 
1-       2-       3-      4-       5-      6-        7-

- 500    
750    

v         v          v         v         v          v         v   

C,A       C,A     C,A     C,A     C,A     C,A     C,A     C,A 

C,A       C,A     C,A     C,A     C,A     C,A     C,A     C,A

C,A        R         R          R          R

CL CL CL CL CL

R R R R

CL,A CL,A   CL,A   CL,A  CL,A CL,A   CL,A

R R

CL,R CL      CL*     CL        R       CL       CL R
R R R

R R R 

R R R 

CL CL      CL       CL      CL       CL      CL 

CL,A CL,A CL,A 

 
 

З .   

 

 

 

   

   

 

 
 

 
  

R R R

4500 
5000

 9500 
10000

14500 
15000 

19500 
20000

24500 
25000

29500 
30000

ТО Кожні 5000 км

Заміна кожні 20000 км

Заміна кожні 15000 км
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Заміна кожні 15000 км

Змінювати кожні 30 000 км, або один раз в два роки

Змінювати кожні 35 000 км, або один раз в три роки
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Наполегливо рекомендується використовувати лише високоякісні оригінальні мастила, 
перевірених та сертифікованих виробників, одним з таких може бути мастило MOTUL 7100 10W40
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Various inputs on PDI, Scheduled Maintenance, Periodic Service & other repairs etc. are being given during training. 
And such information has been incorporated in the training notes as well. 
Further to emphasize on how to achieve consistent performance, we give below key parameters those are essential 
to follow during regular periodic services / scheduled maintenance. 

 

What to Check /Inspect? How to Check / Inspect?  Why to Check / Inspect?  
Proper functioning of the  
Spark Plugs- LH  (A) & RH (B) 
Spark Plug-Central I 

 
� During  every Service 

• Check spark output of all three 
spark plugs individually (RH, LH & 
Central) by using CDI / HT coil 
tester.  

• Remove spark plug cap & connect 
to CDI / HT coil tester. 

• Crank the engine by Self. 
• Check spark output through CDI / 

HT coil tester window. 
• Continuous bluish spark indicates 

spark plug is functioning correctly. 

• If one plug fails, it will not give symptom 
of starting trouble, But performance will 
get affected. 

• Hence, it is essential to check functioning 
of all three Spark Plugs. 

 

• This ensures optimum & faster burning of 
air-fuel mixture. So consistent power & 
pick-up. 

Coolant Level 
 

 
� During PDI & every  Service 

• Check coolant level through 
expansion tank window. 

• Ensure coolant level up to MAX 
mark. 

• Check coolant level in cold engine 
condition only. 

• Check & Top up coolant level in 
every service with coolant only. 

• Recommended brand-Castrol 
radicool & Motul-motocool expert . 
Where ready to use coolant is not 
available, pure coolant and 
distilled water in a 1:1 proportion 
is to be mixed and used.  

• Do not open radiator cap in engine 
hot condition. 

• This engine is liquid  cooled type & low 
coolant level or leakages in cooling 
system will result in engine overheating 
resulting in major engine repair. 

Air filter (Paper filter) 

 
� During every service 

• Clean paper filter by blowing 
compressed air only. 

• Do not dip in diesel / kerosene / oil  
• Checking frequency – It is 

recommended to check & clean at 
every 5000 Kms. & replace at every 
15000 Kms (More frequency in 
dusty area) 

• Clogged air filter element will result in 
poor pickup of the vehicle, reduced high 
speed performance, high tail pipe 
emissions and can cause the engine 
suction to leak dirty air past the filter. 

Engine Oil grade & qty. 

 

    
    

   
  

  
     

    
     

      
       

       

• For enhanced life of engine components. 

 

KKeeyy  MMaaiinntteennaannccee  SSkkiillll  TTiippss 

Carburettor side 

MAX 

MIN 

• Recommended	engine	oil	grade	is	
	MOTUL	10W40	a	high	performance	
engine	oil.

Drain	&	Refill	–	1200	ml	
Overhaul	–	1400	ml	
Replacement	at	every	10,000	kms.	
Change	every	5,000	kms.



 
 
 
 
 
 

Battery 

 
� During PDI & Service 

During PDI:  
1. Confirm voltage of 13 +  0.2 V;       2. Boost charge if required;  
3. Fit on vehicle on FIFO basis 
During Service:  
1. Confirm voltage of 13 + 0.2;          
2. Check battery condition using VRLA battery tester 
3. If required charge battery using VRLA battery charger. 
4. Apply Petroleum Jelly to battery terminals. 

Carburettor Fitment SOP 

  
Å Align the lug of carburettor 
rubber duct with intake manifold 
& hold the carburettor vertically as 
shown. 
Æ Match the air filter connecting 
tube with carburettor intake pipe. 

 
 
 

 

 Å Push the air filter assly 
downward along with carburettor. 
Æ Tighten the clamps by using 3 
MM allen key extension T handle. 
 

 

 

 • Fit the breather tube, Drain tube, 
accelerator cable, idling screw 
cable & TPS connection. 

• Tighten the air filter assly bolts. 

 
 

 

Balancer Gear Fitment 

 

 

• Balancer Timing: Match etching 
mark (A) on balancer drive & 
driven gears. Slight mismatch will 
result in vibrations. 

 

 

 
 

 Key way position of balancer gear (B) & 
drive gear (C)-Directly opposite ( 180 0) 

Crank Shaft Fitment 

 

 

• Crankshaft Fitting: Always use 
crankcase heater & heat RH 
crankcase area before fitting 
crankshaft. . 

 

 
 
 
 
 
 
 
 



 
 
 
 
 
 

Paper filter cleaning SOP 
Carburettor Side 

 

Use filtered compressed air of pressure less than 2 
bars. 

Position air gun straight at 90 Deg. angle & 50 mm 
away from paper filter. 

Move the air gun along the fold line. 

Intake duct side 

 

Position air gun at 45 Deg. angle & 50 mm away from 
paper filter. 

Slightly bend the paper filter.   

Move the air gun along the fold line. 

 
Do’s Don’ts 

Clean paper filter at every 5000 Kms. Don’t clean paper filter element with petrol / Diesel / 
Kerosene / water. 

Increase cleaning frequency in dusty area. Don’t apply oil on paper filter element. 
Replace paper filter at 15000 Kms. Don’t touch paper filter surface by hand. 
Hold filter element by its PU foam. Don’t wipe paper filter by cloth and abrasive paper. 

 
Post Cleaning Actions :  

• Assemble filter element into the air filter box. Maintain tightening torque as per specification 
over the mounting bolts of assembly cover side. 

• Assemble back seat assembly in the vehicle after the complete assembly of air filter assembly. 
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Tool Name Application Photographs 

Cam Sprocket Holder 
Item Code – 37104254 Application: For holding cam 

sprocket during removal/refitting 
of cam sprocket allen bolt 

 

 

 
Cam shaft Big end bearing extractor 

Item Code – 37104257 

 

Application: For removing big 
bearing of cam shaft. 

 

 

 

Crank Shaft Remover – 
Item Code – 37104252 

 

Application: For removing crank 
shaft assembly 

 

 

 

 

Spark Plug Spanner 3 in one 
Item Code -  37104255 

 

Application:  For removing 
LHS/RHS & Central plug from 
cylinder head while engine is 

mounted on vehicle 
 

 

 

Magneto Rotor Puller 
Item Code – 37004155 

 

Application: For pulling out 
magneto rotor from crank shaft 

 

 

 
Primary Gear Holder + Balancer Gear Drive & 

Driven Gear Holder. Item Code-37004154 

 

Application: For holding Balancer 
drive & driven gears during 

tightening / removing. 
 
 

 

 

Balancer Lock nut Tightening & Removing 
Tool 

Item Code – 37004160 

 

Application: For Balancer lock 
nut (tightening / Removing) on 

Balancer drive gear 
 

 

SSppeecciiaall  TToooollss  UUssaaggee 



 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Tool Name Application Photographs 

Output Shaft Oil Seal Fitment Tool 
Item Code - 37104256 

 

Application: For pressing oil seal 
on output shaft 

 

 

 
Tool Water Pump Seal Punch 

Item Code – 37004156 

 

Application: For fitting 2 nos back 
to back oil seals for balancer & 

Radiator pump 
 

 

 

Front fork Oil seal & antifriction bush 
extraction tool 

Item Code – 37004183 

 

Application:  For removing oil seal 
& antifriction bush from front fork 

 

 

Rear Mono Shock Absorber Adjustment Tool. 
Item Code – 37004170 

 

Application: For adjustment 
Spring tension of Mono RSA. 

 

 

Tappet Adjuster Spanner  Tool 
Item code- 37224015 

 

 

Application: For adjustment of 
tappet clearance. 

 

 

Balancer bearing extractor tool 
Item code-37224016 

 

Application: For removing 
Balancer bearings. 

 

 

18 mm Tube Spanner 
Item code-37224017 

 

Application: For removing 
coolant temp. sensor from 
cylinder head on vehicle. 
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The charging characteristics of VRLA battery is different, hence we need a dedicated battery charger & tester for 
charging & checking its conditions. 
To enable charging of VRLA battery, ‘Metafab make 2 channel VRLA Battery Charger’ has been developed & to 
enable quick and on the spot checking of battery condition Midtronics make VRLA Battery Tester’ has been 
developed 
 
Features: VRLA Battery Charger Battery Tester 

Photos 

 

 

Item Code 37004162 37204020 

Capacity Charging of 2 nos VRLA batteries at a time 

Checking battery condition of VRLA Batteries 
6Ah, 8Ah.  
Regular batteries Exide/Amco/Minda make 
2.5Ah/5Ah/7Ah/9Ah 

Cost TBD TBD 

Supplier 
details: 

M/s, Metafab Engineers Pvt.Ltd. 
Plot No.299, Sector-24 
Faridabad,121005. Haryana. 
BAL Vendor code – 106597 

M/s, Apple energy Pvt. Ltd. 
127, Hilton centre, Sector 11, CBD 
Belapur, Navi Mumbai – 400 614 
Maharashtra 
BAL Vendor code – 112145 

Contact Details 

Contact Person : Mr. Amit 
Chopra 
Phone : +91 9811199675 
: (0129)- 
4026897,4189494,2239211 
Email : metafab@gmail.com 

Contact Person : 
Mr. Aurovindo Jati 
Phone : +91 9892376661 
Email : sales.appleenergy@gmail.com 
ajati@midtronics.com 

 
The condition of battery is to be checked 
• Before delivery of new vehicle to customer. 
• During every periodic service 
DO’s: 
•  Use Multimeter only for checking Voltage. 
•  Use only Metafab make charger for VRLA battery 
•  Use only Midtronics make tester for load testing 
 
DON’T’s: 
 
• Do not use existing Teknikraft make tester for checking condition of VRLA batteries. 
•  Do not use existing Teknikraft make 6 channel battery charger for charging of VRLA batteries. 
 

 

BBaatttteerryy  CChhaarrggiinngg  aanndd  TTeessttiinngg  EEqquuiippmmeenntt 
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